SSRV Series

ANV iy

Solid state Relay

SSRYV (Horizontal type)

CHARACTERISTIC

Control Method

Zero Cross Trigger

Output will be turned ON or furned OFF
Only on zero cross point of sine wave,
may avoid surge or EMI / RFl occurring
Specially suited fo control resistive,
capacitive and Non-saturated inductive
loads.

ORDER INFORMATION
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Built-in operationindicator

High reliability by S.M.T.
(Surface Mounting Technology)

Highisolation over than 50MQ (500VDC)
High dielectric over than 2.5KV
Low EMI / EFIl & surge by zero cross frigger

method

Output snubber circuit protection
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ANV v SSRV Series
SSRV-03DA SSRV-05DA SSRV-05DD SSRV-10DD
3A 5A 5A 10A
3~32VDC 4~32VDC
7.5mA/12VDC max
24~280VAC 5~200VDC
1.6V 1.1V
<3.0mA <0.8mA
ON<10ms, OFF<10ms 1TmMs<ON+OFF>
Min. 50MQ(500VDC)
2500VAC 50/60 Hz for 1 min
-20°C~+80°C
45%~85%RH
Approx. 20g
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SSRV Series ANV

Dimensions (Units: mm)
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Application

Switch control
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ANV v ANV ELECTRIC CO., LTD.
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